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Type:             OMNITRONIC B-2000

Power supply: 230V AC, 50 Hz~

OMNITRONIC SHOWEQUIPMENT GmbH, GERMANY

Power consumption           : 860 W (1/8 Power)

Nominal Power output            : 2 x1100 W / 4 Ohms

Fuse                                       : 15A, 250V

CAUTION !
Read user manual before use. Keep away from moisture! Disconnect from mains 

before changing fuse. Replace the fuse only with the same type and rating.
Never open the housing! There are no serviceable parts inside the device. 

Maintenance and service operations only by authorized dealers.
Vor Gebrauch Anleitung lesen. Gerät vor Feuchtigkeit schützen! Vor Sicherungswechsel 

vom Netz trennen! Nur Sicherungen mit gleichen Leistungswerten einsetzen. Niemals 
das Gerät öffnen! Im Geräteinnern befinden sich keine zu wartenden Teile. 

Wartungs- und Servicearbeiten nur durch autorisierten Fachhandel!
Lire le mode d'emploi avant l'utilisation. Ne pas exposer à l'humidité. Débrancher avant 
de remplacer le fusible. Utiliser un fusible de rechange de même type. Ne jamais ouvrir 

le boîtier! L'intérieur de l'appareil ne contient pas de parties nécessitant 
un entretien. L'entretien et les réparations seulement par un revendeur autorisé!
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