
M-52 Mikrofon

Das M-52 ist ein dynamisches Studiomikrofon mit Richtnierencharakteristik, das sich hervorragend für
Gesangs- oder instrumentelle Aufnahmen im Studio und im Live-Bereich eignet.
Befestigen Sie das M-52 mit dem Halter an Ihrem Mikrofonständer und schließen Sie das Kabel an.
Schalten Sie das Mikrofon an - die Aufnahme kann beginnen.

TECHNISCHE DATEN M-52.

Frequenzgang 80 Hz - 12 Khz
Impedanz 600 Ω
Empfindlichkeit 70 dB
Kabellänge 6 m
Gewicht 270 g
Abmessungen L 170 mm,

Durchmesser 53 mm

The M-52 is a dynamic, unidirectional microphone erfect for recording vocals or instruments in the studio and
on stage.
Mount the M-52 on your microphone stand using the mic holder. Connect the cable with the microphone.
Turn the microphone on - and start recording.

TECHNICAL SPECIFICATIONS M-52:

Frequency range 80 Hz - 12 Khz
Impedance 600 Ω
Sensitivity 70 dB
Cable length 6 m
Weight 270 g
Dimensions L 170 mm,

diameter 53 mm
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ZUBEHÖR:

Artikel Artikelnummer

Mikrofonständer 60005834
Gemini Mischpult PS-626 10008610


