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Entgegen dem Hinweis in der Bedienungsanleitung wurde in Features, Bedienung und im DMX-Protokoll –  
Steuerkanal 7 Dimmerkurven in Dimmergeschwindigkeit geändert. 
 
Steuerkanal 7 - Dimmergeschwindigkeit (Sprungantwort) 
 
Decimal Hexad. Percentage S/F Eigenschaft 

0 51 00 33 0% 20% S Dimmergeschwindigkeit aus Control Board Einstellung 
52 101 34 65 20% 40% S Neutral 

102 152 66 98 40% 60% S Dimmergeschwindigkeit 1 
153 203 99 CB 60% 80% S Dimmergeschwindigkeit 2 
204 255 CC FF 80% 100% S Dimmergeschwindigkeit 3 
 
Und im DMX-Protokoll Strobe – Kanal 4 beginnt Strobe-Effekt bei 16. 
 
Steuerkanal 4 - Strobe 
 
Decimal Hexad. Percentage S/F Eigenschaft 

0 15 00 0F 0% 6% S Keine Funktion 
16 255 10 FF 6% 100% F Strobe-Effekt mit zunehmender Geschwindigkeit 

 
 

 
 
Contrary to the reference in the user manual, in the Features, Operation and in DMX-Protocol-  
Control-channel 7 - Dimmer curves has been changed to Dimmer speed. 
 
Control-channel 7 - Dimmer speed (step response) 
 
Decimal Hexad. Percentage S/F Feature 

0 51 00 33 0% 20% S Control Board setting dimmer speed 
52 101 34 65 20% 40% S Neutral 

102 152 66 98 40% 60% S Dimmer speed 1 
153 203 99 CB 60% 80% S Dimmer speed 2 
204 255 CC FF 80% 100% S Dimmer speed 3 
. 
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And in DMX-Protocol Control-channel 4, Strobe-effect begins at 16. 
 
Control-channel 4 - Strobe 
 
Decimal Hexad. Percentage S/F Feature 

0 15 00 0F 0% 6% S No function 
16 255 10 FF 6% 100% F Strobe-effect with increasing speed 

 
 
 
 

Das neueste Update dieser Bedienungsanleitung finden Sie im Internet unter: 
You can find the latest update of this user manual in the Internet under: 

www.futurelight.de 


