UNI-DIRECTION SOU

@ OMNITRONIC |

80710368 OMNITRONIC PS-20 uni-directional ALU gr.

* Bidirektionaler Projektorlautsprecher

* Abstrahlung in eine Richtung fiir gezielte Sound-Ausrichtung
* Durch hochwertiges Aluminiumgehause schlag- und kratzfest
* Gute Klangeigenschaften

* Farbe: weily

Eingangsspannung: 100 V
Lautsprecher: 6,5"
Nennleistung Transformator: 5/10/20 W RMS
Nennleistung Lautsprecher: 5/10/20 W RMS

Empfindlichkeit: 92dB, +3dB (1 W, 1 m)
Max. Schalldruck: 104 dB (1 m)
Impedanz: 8 Ohm
Frequenzbereich: 110 Hz - 15 kHz

MaRe (HxB x T): 170 x 170 x 252 mm
Gewicht: 2,8 kg

80710368 OMNITRONIC P$S-20 uni-directional ALU L

« Bi-directional projector speaker

» Sound-projection in one direction for a defined sound-direction
* High quality, scratch-resistant aluminium housing

» Good quality sound

« Colour: white

Angle adjustment plate

Input Voltage: 100 V T
Speakers: 6.5"
Rated power transformer: 5/10/20 W RMS g
Rated power speaker: 5/10/20 W RMS =0
Sensitivity (1 W/m): 92 dB, +3dB x
Max. SPL (1 m): 104 dB
Impedance: 8 Ohms
Frequency range: 110 Hz - 15 kHz
Dimensions (H x W x D): 170 x 170 x 252 mm
Weight: 2.8 kg
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