
LED Bright Stik
range extension

™

Product information
LED Bright Stik™ illuminates spaces with light instantly. 
Its sleek cylindrical shape fits in place of a traditional 
incandescent bulb - and some sockets where a traditional 
bulb or CFL doesn’t fit . Replace a 40W, 60W & 100W 
incandescent with an LED Bright Stik and keep saving for 
the next 15 years*. That’s a long time you can spend not 
worrying about light bulbs.

Features & benefits
• LED technology for energy saving
• Redesigned shape with multiple advantages:
• To fit in more fixtures compared to CFL
• Optimised for omni-directional light distribution
• Space-saving benefits on-shelf

• Rated life of 15 years*
• 3 colour options - 3000K, 4000K & 6500K
• Always ready ― instant brightness
• No mercury ― w orry-free use and disposal
*Based on 2.7 hours of per day use.
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• 240 degree Beam angle
• Replaces a standard 40W, 60W, 75W & 100W bulb



Specification summary

Product Code Product Description 
Wattage

[W]
Volts

[V]
Cap

 Lumen
[lm] 

CCT
[K]

Switching 
Cycles

Lenght
[mm]

Diameter
[mm]

93029178 LED 6/STIK/830/100-240/B22/F 3/15 DS 6 100-240 B22 470 3000 100 000 115 37
93029177 LED 6/STIK/830/100-240/E27/F 3/15 DS 6 100-240 E27 470 3000 100 000 115 37
93032241 LED 6/STIK/865/100-240/B22/F 3/15 DS 6 100-240 B22 470 6500 100 000 115 37
93032240 LED 6/STIK/865/100-240/E27/F 3/15 DS 6 100-240 E27 470 6500 100 000 115 37
93029180 LED10/STIK/830/100-240/B22/F 3/15 DS 9 100-240 B22 810 3000 100 000 115 37
93024103 LED10/STIK/830/100-240/E27/F 3/15 DS 9 100-240 E27 810 3000 100 000 115 37
93029179 LED10/STIK/840/100-240/E27/F 3/15 DS 9 100-240 E27 810 4000 100 000 115 37
93032242 LED10/STIK/865/100-240/B22/F 3/15 DS 9 100-240 B22 810 6500 100 000 115 37
93024102 LED10/STIK/865/100-240/E27/F 3/15 DS 9 100-240 E27 810 6500 100 000 115 37
93038724 LED12/STIK/830/100-240/B22/F 2/10 DS 12 100-240 B22 1060 3000 100 000 136 45
93038725 LED12/STIK/830/100-240/E27/F 2/10 DS 12 100-240 E27 1060 3000 100 000 136 45
93038836 LED12/STIK/840/100-240/E27/F 2/10 DS 12 100-240 E27 1060 4000 100 000 136 45
93038723 LED12/STIK/865/100-240/B22/F 2/10 DS 12 100-240 B22 1060 6500 100 000 136 45
93038838 LED12/STIK/865/100-240/B22/F 2/10 DS 12 100-240 B22 1060 6500 100 000 136 45
93038837 LED12/STIK/865/100-240/E27/F 2/10 DS 12 100-240 E27 1060 6500 100 000 136 45
93029213 LED16/STIK/830/100-240/B22/F 2/10 DS 15 100-240 B22 1521 3000 100 000 136 45
93029215 LED16/STIK/830/100-240/E27/F 2/10 DS 15 100-240 E27 1521 3000 100 000 136 45
93029212 LED16/STIK/840/100-240/E27/F 2/10 DS 15 100-240 E27 1521 4000 100 000 136 45
93032243 LED16/STIK/865/100-240/B22/F 2/10 DS 15 100-240 B22 1521 6500 100 000 136 45
93029214 LED16/STIK/865/100-240/E27/F 2/10 DS 15 100-240 E27 1521 6500 100 000 136 45

Multipack Direct Shipment

and General Electric are both registered trademarks
of the General Electric Company

www.gelighting.com

Dimensions

6W and 10W 12 and 16W

Operation and maintenance
• Store and use the lamps the same way as traditional lamps.
• Check your fixtures are properly wired and don’t deliver  
 voltage spike to lamps causing overheating/failure.

• 240 degree Beam angle
• Lamps should be kept free from contamination.
• Good condition of the lamp-holder contacts is important to  
 ensure proper operation of lamp.
• Ensure lamp is cool before removing.
• Switch off mains supply before installing/removing lamp.
• Non-dimmable

• Ambient temperature range -20° C to 40°C
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Singlepack Direct Shipment

93024032 LED10/STIK/830/100-240/E27/F 1/15 DS 9 100-240 E27 810 3000 100 000 115 37
93023955 LED10/STIK/865/100-240/E27/F 1/15 DS 9 100-240 E27 810 6500 100 000 115 37
93038844 LED12/STIK/830/100-240/E27/F 1/15 DS 12 100-240 E27 1060 3000 100 000 136 45
93038842 LED12/STIK/865/100-240/E27/F 1/15 DS 12 100-240 E27 1060 6500 100 000 136 45
93024036 LED16/STIK/830/100-240/E27/F 1/15 DS 15 100-240 E27 1521 3000 100 000 136 45
93024038 LED16/STIK/865/100-240/E27/F 1/15 DS 15 100-240 E27 1521 6500 100 000 136 45

GE Lighting is constantly developing and improving its products. For this reason, all product descriptions in this brochure are intended as a  
general guide, and we may change time to time in the interest of product development, without prior or public 
announcement. All descriptions in this publication present only general particulars of the goods to which they refer and shall not form part  
of any contract. Data in this guide has been obtained in controlled experimental conditions. However, GE Lighting cannot accept any liability 
arising from the reliance on such data to the extent permitted by law.  LED Bright Stik™ Data Sheet – September 2016
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