
 

OMNITRONIC EQ-25 DJ Equalizer
5-band stereo equalizer for DJs

Art. No.: 10355910
GTIN: 4026397423440

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397423440

Weight: 2,75 kg

Length: 0.54 m

Width: 0.25 m

Heigth: 0.08 m

Features:

- 1-channel stereo equalizer for DJs
- Allows smooth control for adjusting the overall tonal quality
- 5 graphic bands: 75/300 Hz, 1/3/10 kHz
- Control range ±12 dB
- Vintage ALPS potentiometers (Blue Velvet RK27)
- Bypass switch
- High-grade components ensure long life and excellent sound quality
- Balanced and unbalanced inputs/outputs (XLR/RCA)
- Rack installation, 1 U
- (19") 48.3 cm rack installation  1 U

Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 10,00 W

Frequency range: 20 - 20000 Hz

Equalizer: Master: 1 x graphic equalizer 5-band stereo

Housing design: (19") 48.3 cm rack installation  1 U

Dimensions: Width: 48,3 cm

 Depth: 12,5 cm

 Height: 4,45 cm
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Weight: 2,25 kg

Inputs: 2 x XLR, balanced

 2 x RCA, unbalanced

Maximum input level: +22 dBu

Outputs: 2 x XLR, balanced

 2 x RCA, unbalanced

Maximum output level: +22 dBu

Lows: 75 Hz

Mids: 300 Hz, 1 kHz

Highs: 3 kHz, 10 kHz

Control range: ±12 dB

S/N-ratio: 97 dB
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