
 

OMNITRONIC DVP-36 Vocal processor
The digital vocal processor

Art. No.: 10356610
GTIN: 4026397177794

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397177794

Weight: 3,50 kg

Length: 0.52 m

Width: 0.25 m

Heigth: 0.09 m

Features:

- Vocal processor for processing different signal settings
- Signal connection via 3 independent microphone inputs
- Gain-control per microphone channel
- Parametric 5-band equalizer
- Subwoofer output
- Six different harmony modes: 3-parts Harmony, Melody, Relative, Vocoder, Male lead, Female

Lead

- Seven different effect modes: Hall, Room, Plate, Stereo, Mono, Stereo Echo & Reverb, Mono
Echo & Reverb

- Wireless remote control for adjusting Master Volume, Echo, Reverb and Hall
- Individual settings can be memorized and quickly be called up

Technical specifications:

Power supply: 115/230 V AC, 50/60 Hz

Power consumption: 10,00 W

Dimensions: Width: 48,3 cm

 Depth: 25 cm

 Height: 8,9 cm

Weight: 2,70 kg

Music:  

Noise Rate: >95 dB
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Distortion: 0.01 %, 20-20000 Hz

Frequency range: 20-20000 Hz, ±1 dB

Output voltage: 0.707 V

Output impedance: 47 kohms

Tone control/channel:  

Treble: ±12 dB at 8 kHz

Bass: ±12 dB at 250 Hz

Subwoofer:  

Distortion: 0.07 %, 20-200 Hz

Frequency range: 20-200 Hz, ±1 dB

Microphone:  

Noise Rate: >80 dB

Distortion: 0.04 %, 50 Hz - 16 kHz

Frequency range: 50 Hz - 16 kHz, ±1 dB

Output voltage: 0,1-0.5 V

Output impedance: 47 kohms

Tone control/channel:  

Treble: ±6 dB at 5-10 kHz

Middle: ±6 dB at 500 Hz - 3 kHz

Bass: ±6 dB at 60-150 Hz

Dimensions (W x D x H): 520 x 250 x 90 mm

Powered by TCPDF (www.tcpdf.org)

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

http://www.tcpdf.org

