
 

OMNITRONIC MagiCarpet-400 2.1 Active System
Active 2.1 speaker system, 750 W

Art. No.: 11037410
GTIN: 4026397550146

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397550146

Weight: 34,70 kg

Length: 0.57 m

Width: 0.47 m

Heigth: 0.57 m

Bulky product

Features:

- Active 2.1 system with 750 watts power for DJs and musicians
- 25 cm subwoofer (10") in bassreflex cabinet provides powerful, dry bass
- Satellites with 16.5 cm bass-midrange speakers (6.5") and 2.5 cm driver system (1")
- Satellites with passive 2-way crossover, PTC tweeter protection
- Balanced XLR inputs and XLR parallel outputs 
- Aux input (RCA)
- High-pass outputs (120 Hz, XLR) for additional top speakers
- Separate volume control for subwoofer and satellites
- Limiter protection
- LED indicators for each operating status (power, protect, signal and limit)
- Rugged wooden housing with black felt cover
- Bar handles for easy transport
- Impact-resistant steel grille, steel corners, support feet and flange
- Suitable for car transport

Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 180 W

Speaker: 1 x woofer 10"

Dimensions: Width: 52,5 cm

 Depth: 33,5 cm

 Height: 41,5 cm
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Weight: 32,70 kg

Amplifier power: 450 W RMS + 2 x 150 W RMS 

Components:  

Subwoofer: 25 cm woofer (10")

Satellite speakers: 16.5 cm woofer (6.5"), 2.5 cm driver (1")

Frequency range:  

Subwoofer: 40-250 Hz

Satellite speakers: 70-17000 Hz

Sensitivity:  

Subwoofer: 97 dB

Satellite speakers: 95 dB

Maximum SPL:  

Subwoofer: 125 dB

Satellite speakers: 112 dB

Connection:  

Line input: XLR

Parallel output: XLR L/R

AUX: RCA L/R

Satellite: Speaker L/R

High-pass output: XLR L/R

Dimensions (L x W x H):  

Subwoofer: 525 x 335 x 415 mm

Satellite speakers: 193 x 202 x 375 mm

Subwoofer: 20 kg

Satellite speakers: 2 x 5.5 kg
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