
 

OMNITRONIC VFM-2215AP 2-Way Speaker, active
Speaker with player and Bluetooth, 2 x 15" woofer, 1" driver, 180 W RMS

Art. No.: 11038792
GTIN: 4026397596670

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397596670

Weight: 23,45 kg

Length: 0.49 m

Width: 0.40 m

Heigth: 1.15 m

Features:

- SD card slot and USB port
- Class A/B circuitry: optimum sound and power at low weight and compact dimensions
- 2-way bass-reflex system with 2 x 38 cm woofer and 2.5 cm tweeter
- 2 mic inputs with separate level controls
- Line input, RCA
- Master control with 2-band EQ
- Control via IR remote control; Bluetooth
- Black metal grille
- 2 Rugged carrying handles
- Trolley
- For application areas such as: Mobile djs / entertainer; mobile use; sports centres/gyms
- Application possibility: Standing; monitoring; on stand
 Package contents
- 1 x remote control, 1 x user manual, 1 x compact cabinet speaker, 1 x battery, 1 x power cord, 1

x declaration of conformity

Technical specifications:

Power supply: 230 V AC, 50 Hz

Power connection: Mains input via IEC connector (M) mounting
version power supply cord with safety plug
(provided)

Power: Program: 360W

 Rated: 180W RMS
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Frequency range: 45 - 20000 Hz

Sensitivity: 98 dB

Max. SPL: 125 dB

Control: IR remote control; Bluetooth

Audio player: USB + SD + Bluetooth

Attachment system: Ø 35mm

Status LED: Power, clip

Connections: Input: microphone via 2 x 3-pin XLR

 Input: microphone via 2 x 6.3 mm plug (unbal.)

 Input: line via 1 x stereo RCA

 Output: line via stereo RCA

Input channels: 2 x mono via XLR or jack, channel control via
rotary dial

 1 x stereo with line-player switch via RCA or
player, channel control via rotary dial

Equalizer: Master: 1 x 2-band tone control

Music format: MP3, WAV

Number of files: Max. 999

Available storage media: USB devices/SD cards

Speaker: 1 x compression tweeter highs 1" with
neodymium magnet

 Voice coil compression tweeter highs 1"

 Horn vent 1"

 2 x woofer 15" with ferrit magnet

 Voice coil lows 2"

Type of speaker: Compact cabinet speaker

Carrying handle: 2 pc/pcs

Transport aid: Trolley

Dimensions: Width: 39 cm

 Depth: 48 cm

 Height: 112 cm

Weight: 21,10 kg

Remote control  

Battery: 1 x  button cell 3.0 V CR2025 lithium manganese
built-in
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