
 

OMNITRONIC PAS-151S Subwoofer
High-quality subwoofer with dual voice coil

Art. No.: 11039611
GTIN: 4026397368307

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397368307

Weight: 26,25 kg

Length: 0.57 m

Width: 0.50 m

Heigth: 0.59 m

Features:

- Powerful hybrid subwoofer
- Cubic housing 
- Tilted baffle board, milling on the rear
- Recessed connctors
- Powerful, dry bass via voluminous housing with bass reflex system
- For a combination with the PAS tops
- High sound-pressure
- Very high durability
- Housing made of several layer, 18 mm birch plywood
- Scratch-resistant lacquer surface
- Impact-resistant steel grille with acoustic foam
- With flange for top speaker installation
- Suitable castors optional
- Very large amplification systems can be realized via several PAS speaker-systems and the

respective power amplifiers

- Ideal as PA-system or amplification system for medium-sized and large discotheques

Technical specifications:

Frequency range: 65 - 600 Hz

Dimensions: Width: 40 cm

 Depth: 51 cm

 Height: 50 cm
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Weight: 23,90 kg

Rated power: 2 x 350 W RMS

Program power: 2 x 700 W

Components: 38 cm woofer (15")

Connection: 2 Speaker sockets

Sensitivity: 97 dB

Maximum SPL: 122 dB

Impedance: 8+8 ohms

Dimensions (H x W x D): 400 x 510 x 500 mm
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