OMNITRONIC PAS-182PRO Subwoofer


## The article is no longer in our assortment.

## Features:

- Pro bassreflex subwoofer of a very high efficiency
- Housing made of 18 mm plywood multilayered glued
- $2 \times 45 \mathrm{~cm}$ (18") bass speaker with diecast aluminum basket
- Parallel Speaker connectors
- M20 metal flange for PAS top speakers
- Carrying handles and rubber feet
- Matching castors optionally available
- Scratch-resistant lacquer surface
- Impact-resistant steel grille with acoustic foam
- Ideal as PA system or amplification system for medium-sized and large discotheques
- Wheels optional


## Technical specifications:

| Power: | Program: 2600 W |
| :--- | :--- |
| Rated: 1300 W RMS |  |
| Frequency range: | $30-120 \mathrm{~Hz}$ |
| Connections: | Input: speaker via $2 \times$ speaker built-in socket (F) |
| Speaker: | $2 \times$ woofer 18 " |
| Type of speaker: | Subwoofer |
| Type of construction: | Vented |
| Transport aid: | Wheels optional |


| Dimensions: | Width: $1,3 \mathrm{~m}$ <br> Depth: 56 cm <br> Height: 70 cm |
| :--- | :--- |
| Weight: | $88,25 \mathrm{~kg}$ |
| Components: | $2 \times 45 \mathrm{~cm}$ woofer $\left(2 \times 18{ }^{\prime \prime}\right)$ |
| Connection: | 2 Speaker sockets |
| Sensitivity: | 101 dB |
| Maximum SPL: | 135 dB |
| Dimensions (W $\times \mathrm{D} \times \mathrm{H}):$ | $1300 \times 560 \times 700 \mathrm{~mm}$ |

