
 

PSSO SUB-2180 Subwoofer
PRO PA horn-loaded subwoofer, 2 x 18" woofer, 1600 W RMS, 4 ohms

Art. No.: 11043560
GTIN: 4026397203363

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397203363

Weight: 100,00 kg

Length: 0.86 m

Width: 0.69 m

Heigth: 1.12 m

Bulky product

Description:

Powerful hybrid-subwoofer,
unifying the advantages of bass horn and bass reflex technology. The hybrid construction
enables the PSSO SUBs to perform at a higher level; higher than comparable bass reflex
systems while simultaneously demonstrating better impulse response than pure horn
constructs.

Features:

- Powerful subwoofer with very high efficiency
- Cubic housing
- Stable metal carrying handlebars
- Very high durability
- Housing made of several layer, 18 mm birch plywood
- Scratch-resistant lacquer surface
- Impact-resistant steel grille with acoustic foam

Technical specifications:

Power: Program: 3200W

 Rated: 1600W RMS

Frequency range: 33 - 250 Hz

Sensitivity: 104 dB (1W/1m)

Max. SPL: 138 dB
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Impedance: 4 ohms

Connections: Input: speaker via 2 x 4-pol SpeakON mounting
version (F)

Speaker: 2 x woofer 18"

Type of speaker: Subwoofer

Type of construction: Vented

Dimensions: Width: 79 cm

 Depth: 61 cm

 Height: 10,6 cm

Weight: 95,08 kg
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