
 

OMNITRONIC TUNA-ONE RDS FM Tuner
FM RDS tuner with IR remote control

Art. No.: 11045009
GTIN: 4026397567533

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397567533

Weight: 3,30 kg

Length: 0.51 m

Width: 0.32 m

Heigth: 0.10 m

Features:

- 1 U flat FM/AM RDS tuner 
- For permanent installation e.g. in restaurants, gyms and retail locations
- IR remote control
- 10 memory places per band
- Auto scan
- Mono/stereo mode
- LCD with blue backlight
- Incl. wire aerial antenna
- Mounting brackets for rack installation
- Control via IR remote control
- (19") 48.3 cm rack installation  1 U
 Package contents
- 1 x remote control

Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 5 W

Power connection: Mains input via IEC connector (M) mounting
version power supply cord with Euro plug
(provided)

THD: <1,5 % at 1 kHz

Control: IR remote control
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Audio player: FM tuner

Tuner frequency range: FM 87-108 MHz, AM 522-1620 kHz

Connections: Output: line via 1 x stereo RCA

 Input: antenna via 1 x coaxial (M) mounting
Version

Housing design: (19") 48.3 cm rack installation  1 U

Dimensions: Width: 48,3 cm

 Depth: 26 cm

 Height: 4,45 cm

Weight: 2,66 kg

Remote control  

Battery: 2 x  1.5 V AAA Micro R03 zinc carbon included
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