
 

OMNITRONIC M-20 USB Dynamic microphone
Dynamic USB microphone

Art. No.: 13000418
GTIN: 4026397344448

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397344448

Weight: 0,32 kg

Length: 0.32 m

Width: 0.10 m

Heigth: 0.09 m

Description:

You need it digital?
We are living in a digitized world. The cue that can be heard everywhere is Web 2.0. And
exactly for this area our OMNITRONIC M-20 USB Dynamic microphone has been developed.
Via USB port it can be directly connected to your computer. There is no driver installation
required, the microphone is identified automatically and is compatible to both PC and Mac. For
this reason it is the ideal solution for podcasters, musicians, journalists and anyone requiring
recordings for websites or multimedia presentations. But the M-20 has to offer more but the
uncomplicated handling: A Cardioid pickup pattern for effective feedback elimination, a
encapsulation against the build-up of static charge and a well-balanced frequency range for a
natural sound. And there is one more thing to be mentioned: the excellent value for money. So
you see, the M-20 is just the perfect partner for Web 2.0 or the multimedia world of today.

Features:

- Plugs in directly to any computer with a USB port for digital recordings
- Compatible with PC and Mac
- No driver installation required, the M-20 USB is identified automatically
- Cardioid pickup pattern for effective feedback elimination
- Encapsulation against the build-up of static charge
- Well-balanced frequency range for natural sound
- On/off sliding switch
- Power supply via USB 
- Ideal for podcasters, musicians, journalists and anyone requiring recordings for websites or

multimedia presentations

- Excellent quality at a low price
- Cable with USB connector and stand included
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Technical specifications:

Capsule type: Dynamic

Frequency range: 50 - 14000 Hz

Dimensions: Length: 18,2 cm

 Diameter: Ø 4,9 cm

Typ: Dynamic (moving coil)

Directivity pattern: Cardioid

Impedance: 600 ohms

Sensitivity: 53 dB (±3 dB)

Connector: USB (type A)

Power supply: USB port

Dimensions: 182 x 49 mm

Weight: 200 g

Required operating system:  

 Windows 98 SE/ ME/ 2000/ XP/ Vista

 Mac OS 9/ OS X
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