
 

OMNITRONIC MIC CM-4 Condenser Microphone
PRO condenser microphone with cardioid pattern

Art. No.: 13030907
GTIN: 4026397535426

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397535426

Weight: 0,24 kg

Length: 0.20 m

Width: 0.10 m

Heigth: 0.06 m

Features:

- Very high frequency spectrum and clear sound
- Ideal for recording studios, acoustic instruments, strings, horns, orchestras, e-guitars, drum

overheads and choral groups

- Operation via external phantom power (48 V DC current)
- Stand holder with 1 cm (3/8") and 1.5 cm (5/8") thread
- Switchable high pass filter
- Robust diecast body, applicable for touring
- Delivery includes microphone holder, windscreen and transport bag
- Polar pattern: Cardioid
 Package contents
- 1 x microphone, 1 x holder, 1 x windshield, 1 x bag, 1 x user manual

Technical specifications:

Type: Studio microphone

Capsule type: Condenser

Polar pattern: Cardioid

Frequency range: 30 - 18000 Hz

S/N ratio: >74 dB

Sensitivity: -36 dB

Max. SPL: 130 dB
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Phantom power: Or 48 V DC

Impedance: 100 Ohm

Connections: Microphone via 3-pin XLR

Crossover frequency: High-pass 100 Hz, 12db/oct

Switch: Low cut switch

Material: Metal

Dimensions: Length: 13 cm

 Diameter: Ø 2,2 cm

Weight: 180 g
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