
 

OMNITRONIC MIC 78PRO-C Condenser Microphone
PRO vocal condenser microphone with cardioid characteristic

Art. No.: 13030909
GTIN: 4026397535440

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397535440

Weight: 0,82 kg

Length: 0.25 m

Width: 0.13 m

Heigth: 0.09 m

Features:

- Vocal microphone with condenser technology
- High dynamic spectrum for nuanced vocal reproduction
- Operation via external phantom power (48 V DC current) or internal 1.5 V battery (not included)
- Low-wear reed switch, silent during operation
- Desktop stand and holder with 1 cm (3/8") and 1.5 cm (5/8") thread
- Robust zinc diecast body, applicable for touring
- Delivery includes microphone holder, desktop stand, XLR cable and windscreen
- Polar pattern: Cardioid

Technical specifications:

Type: Vocal microphone

Capsule type: Condenser

Polar pattern: Cardioid

Battery: 1 x Micro (AAA)  (not included)

Frequency range: 30 - 18000 Hz

Phantom power: Or 48 V DC oder internal battery 1.5 V DC

Switch: On/off switch

Weight: 660 g

Type: Condenser
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Sensitivity: -36 dB (±2 dB)

Output impedance: 250 ohms

Load impedance: 1000 ohms

Self noise: 18 dBA

Maximum SPL: 135 dB

S/N ratio: 76 dB

Connector: 3-pin XLR
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