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OMNITRONIC MIC CM-77 Condenser Microphpone Art. No.: 13030918

Condenser microphone for professional studio and live applications GTIN: 4026397556803

?
L

List price: 83.18 €
incl. 19% VAT.

Features: Logistic

EAN / GTIN: 4026397556803
Weight: 0,61 kg

Length: 0.21 m

Width: 0.20 m

- High brilliance and particularly clear sound due to premium-grade electronic circuit and
diaphragm capsule

- Extra thin 18 mm aluminum diaphragm (3/4")

- Ideal for wind instruments, overheads, strings and vocals as well as electric and acoustic
instruments Heigth: 0.08 m

- Slim design with silver-colored finish

- Robust zinc diecast body and brass grille, applicable for touring

- 48V phantom power

- Polar pattern: Cardioid
Package contents

- 1 x microphone, 1 x holder, 1 x user manual

Technical specifications:

Type: Studio microphone
Capsule type: Condenser

Polar pattern: Cardioid
Frequency range: 20 - 20000 Hz

S/N ratio: >77 dB

Sensitivity: -38 dB

Max. SPL: 136 dB
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Phantom power: 48V DC

Impedance: 200 Ohm

Connections: Microphone via 3-pin XLR
Switch: Without

Dimensions: Length: 17,5 cm

Diameter: @ 4,7 cm

Weight: 4409
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