
 

OMNITRONIC HS-500 XLR Headset microphone
Lightweight skin-colored headset microphone

Art. No.: 13056015
GTIN: 4026397233445

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397233445

Weight: 0,12 kg

Length: 0.17 m

Width: 0.15 m

Heigth: 0.08 m

Features:

- Condenser microphone with cardiod directivity pattern
- Only 10 g weight for optimum wearer comfort
- Adjustable microphone boom for exact positioning of the microphone capsule
- Adjustable cable retainer for hidden cable run
- Provides high-quality voice pickup for applications requiring hands-free operation, such as

aerobics, acting or percussion

- Connection with the pocket transmitter via 3-pin mini XLR plug
- Delivery includes foam windscreen
- Suitable for TM-1000/1500/2000

Technical specifications:

Capsule type: Condenser

Frequency range: 20 - 20000 Hz

Dimensions: Width: 25 cm

 Depth: 12 cm

Weight: 0,03 kg

Type: Condenser

Directivity pattern: Cardioid 

Sensitivity: -44 dB (±3 dB)

Impedance: 1.5 kohms (±30 %)
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Power supply: 1.5-10 V DC

Current consumption: approx. 0.5 mA

Connection: 3-pin mini XLR plug

Cable length: approx. 1.2 m

Dimensions: 250 x 120 x 150 mm
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