
 

OMNITRONIC UHF-200 BP Bodypack 828.250MHz
Bodypack transmitter with lavalier microphone

Art. No.: 13063239
GTIN: 4026397533705

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397533705

Weight: 0,17 kg

Length: 0.18 m

Width: 0.13 m

Heigth: 0.04 m

Features:

- Pocket transmitter as UHF PLL system, matching receivers with the same carrier frequency
- Operation in the Duplex Gap 823-832 MHz 
- Incl. lavalier microphone
- Transmitting power 10 mW
- Sensitivity adjustable
- Power LED
- Mute switch
- Operation via 2 x 1.5 V batteries, type AA
- License-free in Germany and 13 other EU countries
- Polar pattern: Cardioid
- UHF 823 - 832 MHz License-free and approved in large parts of Europe

Technical specifications:

Type: Bodypack with microphone

Capsule type: Dynamic

Polar pattern: Cardioid

Battery: 2 x  1.5 V AA Mignon R06 zinc carbon included

Frequency range: 40 - 18000 Hz

Frequency band: UHF 823 - 832 MHz

Frequency selection: Fixed frequencies

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn13063239.html


Dimensions: Width: 65 cm

 Depth: 20 cm

 Height: 2,5 cm

Carrier frequency: 828.250 MHz

Coverage: 50 m (with line-of-sight)

RF power output: 10 mW

Modulation method: F3E

S/N ratio: >105 dB

Selectivity: >80 dB

T.H.D.: <0.5 % at 1 kHz

Connection: 3.5 mm jack

Weight: 75 g
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