
 

OMNITRONIC Airbros MK2 5.8G Instrument Kit
Plug-n-play wireless audio system with transmitter and receiver

Art. No.: 13072343
GTIN: 4026397736373

List price: 101.03 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397736373

Weight: 0,25 kg

Length: 0.30 m

Width: 0.22 m

Heigth: 0.21 m

Features:

- Replaces the cable between instrument and guitar amplifier
- Enjoy freedom of movement during live performance
- Convenient and quickly ready for use thanks to one-button operation
- Operation in the interference-free 5.8 GHz band
- 24 bit/48 kHz for the ultimate sound quality
- 4 switchable transmission channels
- Several receivers can be coupled with a single transmitter
- Angle adjustable by 195°, therefore suitable for all guitar types
- Operating range up to 30m in the open air
- Operating range up to 15m in buildings
- 5.8 GHz license-free worldwide
- Up to 4 transmitters can be operated in parallel without interference
- Ultra-low latency
- The article is delivered with practical transport bag
 transmitter
- Cordless, flexible and versatile
- Battery operation up to 4h
- Integrated automatic charging of the battery
 receiver
- Cordless, flexible and versatile
- Battery operation up to 4h
- Integrated automatic charging of the battery
 Package contents
- 1 x transmitter, 1 x receiver, 1 x USB cable, 1 x bag

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.



Technical specifications:

Power supply: 5V DC 1000 mA

IP classification: IP20

Protection class: Protection class III

Frequency range: 20 - 20000 Hz

Range: Range up to 30m in the open air

 Range up to 15m in buildings

Frequency band: 5.8 GHz

Parallel mode: Max. 4 transmitter

Latency: < 6 ms

Status LED: Charge status indicator, chanal source, Mute

Color: Black

Weight: 0,22 kg

Transmitter  

Power connection: Mains input via USB C (W) mounting version
power supply cord for USB A mains connection
included

Battery pack type: 1 x lithium ion 3,7 V, 400 mAh, 1,48 Wh

Battery pack: Battery operation up to 4h

 Recharging time 1h via USB

Connections: Input: line via 1 x 6.3 mm plug (unbal.)

Max. level: Input:  +640 mV, unbal.

Material: Plastic hard

Dimensions: Length: 14,8 cm

 Width: 3,3 cm

 Height: 2,7 cm

Weight: 0,0375 kg

Receiver  

Power connection: Mains input via USB C (W) mounting version
power supply cord for USB A mains connection
included

Battery pack type: 1 x lithium ion 3,7 V, 400 mAh, 1,48 Wh

Battery pack: Battery operation up to 4h

 Recharging time 1h via USB

Connections: Output: line via 1 x 6.3 mm plug (unbal.)

Max. level: Output:  +770 mV, unbal.

Material: Plastic hard

Dimensions: Length: 14,8 cm

 Width: 3,3 cm

 Height: 2,7 cm

Weight: 0,0375 kg

Bag  

Material: Plastic

Weight: 0,031 kg
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