
 

OMNITRONIC STR-1000 Bodypack Receiver for IEM-1000
Optional pocket receiver for IEM-1000, 823-832 MHz

Art. No.: 14013241
GTIN: 4026397520927

List price: 165.41 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397520927

Weight: 0,15 kg

Length: 0.18 m

Width: 0.13 m

Heigth: 0.04 m

Features:

- Multifrequency in-ear monitoring receiver set with mini earphones, supplied in a practical
transport case

- Operation in the Duplex Gap 823-832 MHz
- Pilot frequency squelch technology delete wireless RF interference
- Adjustable headphones output
- Lock function for prevents undesired changes to settings
- Belt clip
- LCD display
- UHF 823 - 832 MHz License-free and approved in large parts of Europe
- Charge status indicator

Technical specifications:

Type: In-ear Monitor

Power connection: Battery/battery pack

Battery: 2 x Mignon (AA)  (not included)

Number of channels: 1

Frequency band: UHF 823 - 832 MHz

Frequency selection: 37 Switchable frequencies

 In 10 groups with up to 6 preset frequencies each

Display type: LCD display
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Display: Charge status indicator , RF signal level ,
frequency

Connections: Output: headphones via 1 x 3.5 mm jack (stereo)
mounting version

Switch: On/off switch

Dimensions: Width: 6,6 cm

 Depth: 2,2 cm

 Height: 10,8 cm

Weight: 100 g
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