
 

EUROLITE CLS-82 Floodlight
CLS-82 floodlight for 8 x ENH lamp

Art. No.: 41907070
GTIN: 4026397203714

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397203714

Weight: 8,80 kg

Length: 0.57 m

Width: 0.34 m

Heigth: 0.26 m

Features:

- Flood light with extremely high light output
- Control panel with LED display
- DMX512 input and output (3-pin XLR)
- Master/slave function
- MIDI Functions
- 4 channels with 8 lenses
- Internal programs with variable speed
- Dichroic color filters in red, pink, blue and green for brilliant colors
- Built-in ventilation fans for permanent use
- For eight ENH 120 V/250 W GY-5.3 lamps
- Mounting bracket for installations on stand or crossbeam included
- For further information about this product, please refer to the Data Sheet under "Downloads"

Technical specifications:

Power consumption: 2000,00 W

Dimensions: Width: 16 cm

 Depth: 27 cm

 Height: 50 cm

Power supply: 230 V, 50 Hz

DMX channels: 4

DMX connection: 3-pin XLR

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn41907070.html


Dimensions (L x W x H): 500 x 160 x 270 mm

Weight: 7.5 kg

Legal specifications  

Special product: Not designed for household room illumination

Intended use: Show effect lighting
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