
 

EUROLITE PAR-56 spot, cable & plug, E27, black
The old friend has a new twist!

Art. No.: 42000588
GTIN: 4026397342840

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397342840

Weight: 2,10 kg

Length: 0.21 m

Width: 0.21 m

Heigth: 0.47 m

Features:

- Can be used with any appropriate energy saving illuminant up to 105W having an E-27 base
- Rugged aluminum housing
- Strong aluminum mounting bracket with hole for fixing the obligatory safety rope
- Built-in reflector for optimal luminous yield
- Delivered with color filter frame
- Heat-resistant fixing screw
- The screw is protected against turning it too far out
- 4 clip-to-hold clamps with spring locks for comfortable opening of the color filter frame
- Comes fully wired with black silicone cable, stable earthing in the housing, directly clamped

ceramic socket and safety plug

- With strong cable tension relief
- Available in alu and black

Technical specifications:

Power consumption: 105,00 W

Dimensions: Width: 23 cm

 Depth: 41 cm

 Height: 33 cm

Power supply: 230 V AC, 50/60 Hz

Dimensions (L x W x H): 410 x 230 x 330 mm

Weight: 1.8 kg

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn42000588.html


Legal specifications  

Special product: Not designed for household room illumination

Intended use: Show effect lighting
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