
 

EUROLITE Audience Blinder,4xPAR-64,RGB,LED,alu
LED Audience Blinder with PAR-64 Blinder housing

Art. No.: 42103470
GTIN: 4026397223187

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397223187

Weight: 14,60 kg

Length: 0.73 m

Width: 0.73 m

Heigth: 0.23 m

Features:

- Sound-control via built-in microphone; sensitivity adjustable via rotary control
- Color change speed and strobe effect adjustable via DIP switches
- Radiation-angle approx. 90°
- Horizontal adjustable lamp rows
- Color change, multi color
- A rugged housing makes it suitable for road use
- Advantages of LED technology: long life, low power consumption, minimal heat emission,

defacto maintenance free with brilliant light radiation

- Available in aluminum or black

Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 50,00 W

Dimensions: Width: 69 cm

 Depth: 71 cm

 Height: 18 cm

DMX channels: 7

LED number: 604

Dimensions (L x W x H): 180 x 690 x 710 mm

Weight: 12 kg

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn42103470.html


Legal specifications  

Special product: Not designed for household room illumination

Intended use: Show effect lighting
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