## EUROLITE Audience Blinder,8xPAR-36,RGB,LED,alu



## The article is no longer in our assortment.

## Features:

- Functions in stand-alone mode or with DMX interface
- Sound-control via built-in microphone; sensitivity adjustable via rotary control
- Color change speed and strobe effect adjustable via DIP switches
- RGB color mixing
- Master/Slave function


## Logistic

EAN / GTIN: 4026397238594
Weight: $10,95 \mathrm{~kg}$
Length: 1.01 m
Width: 0.20 m
Heigth: 0.55 m

- Radiation-angle approx. $90^{\circ}$
- Horizontal adjustable lamp rows
- Rugged housing and an appealing design
- Ideal for bands, stages or solo entertainers
- Perfect in public places, main halls, lounges
- Ready for connection with safety-plug
- Advantages of LED technology: long life of the LEDs, low power consumption, minimal heat emission, defacto maintenance free with brilliant light radiation
- Available in aluminum or black


## Technical specifications:

| Power supply: | $230 \mathrm{VAC}, 50 \mathrm{~Hz}$ |
| :--- | :--- |
| Power consumption: | $80,00 \mathrm{~W}$ |
| Dimensions: | Width: $48,5 \mathrm{~cm}$ |
|  | Depth: $10,5 \mathrm{~cm}$ |
|  | Height: 87 cm |
| DMX channels: | 7 |


| Number of LEDS: | 488 |
| :--- | :--- |
| Dimensions $(\mathrm{L} \times \mathrm{W} \times \mathrm{H}):$ | $485 \times 105 \times 870 \mathrm{~mm}$ |
| Weight: | 9 kg |
| Legal specifications |  |
| Special product: | Not designed for household room illumination |
| Intended use: | Show effect lighting |

