
 

ANTARI W-515 Fogger
High performance fog machine with digital wireless control system and DMX interface

Art. No.: 51702709
GTIN: 4026397409550

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397409550

Weight: 16,40 kg

Length: 0.67 m

Width: 0.37 m

Heigth: 0.35 m

Features:

- Powerful 1500 W fogger with digital wireless control and DMX interface for stage and touring
applications

- Intelligent wireless control system with 50 m range eliminates irksome cables 
- Rugged metal housing with carrying handles and safety eyelet
- Removable tank
- Optoelectronic low fluid detector
- Efficient heat exchanger provides for 20 % more fog than comparable fog machines and

ensures low fluid consumption

- Control via integrated DMX interface or control module with LCD screen 
- Adjustable timer with interval, duration and output volume
- Continuous output with adjustable fog volume or manual activation with maximum fog volume
- Continuous activation via handy transmitter
- The transmitter allows simultaneous control of an unlimited number of machines of the W series
- Large operating range from -20° to +60° C
- PowerCon mains connector (cable included) 
- Perfect for large clubs, concerts, movie productions, rental companies and industrial

applications

- Big tank capacity
- Operates on water-based fluid
 Package contents
- 1 x remote control
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Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 1500 W

Warm-up time: Approx. 11 min

Output volume: Approx. 566 m³/min

Tank capacity: 6 l water-based fluid

Fluid consumption: Approx. 120 ml/min

Dimensions: Width: 27,8 cm

 Depth: 56,1 cm

 Height: 18,6 cm

Weight: 14,65 kg

Remote control  

Battery: 1 x  12 V LR27 alkaline manganese built-in

Fluid consumption: 8.3 min./liter

DMX connection: 5-pin and 3-pin XLR

Remote included: W-1

Carrier frequency: UHF 433.920 MHz

Range: approx. 50 m
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