
 

LASERWORLD DS-2000RGB (ShowNET)
Diode laser with analog color modulation

Art. No.: 51743252
GTIN: 7640144997311

The article is no longer in our assortment.

Logistic

EAN / GTIN: 7640144997311

Weight: 5,70 kg

Length: 0.32 m

Width: 0.29 m

Heigth: 0.21 m

Features:

- Suitable for both beginners and professional users
- Multiple preset laser patterns included
- Integrated Scan Fail Safety
- Low-maintenance due to Sealed Housing Technology
- Control via stand-alone; DMX; ILDA; ArtNet; Sound to light via Microphone; Master/slave

function

 Package contents
- 1 x device, 1 x user manual, 1 x power cord, 1 x key, 1 x hex key, 1 x interlock

Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

Power consumption: 45 W

IP classification: IP20

Power connection: Mains input via P-Con (blue), mounting version

Laser class: 4

Laser color: R/G/B

Laser module: Green (G) 400 mW 520nm

 Blue (B) 1400 mW 450nm

 Red (R) 450 mW 638nm
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Control: Stand-alone; DMX; ILDA; ArtNet; Sound to light
via Microphone; Master/slave function

Housing color: Black

Dimensions: Width: 17 cm

 Depth: 21 cm

 Height: 14,5 cm

Weight: 5,05 kg
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