
 

EUROLITE LED TMH-90 Moving Head Wash Zoom
LED Moving Head washlight with 10 W RGBW LEDs (4in1)

Art. No.: 51785993
GTIN: 4026397545395

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397545395

Weight: 7,10 kg

Length: 0.32 m

Width: 0.32 m

Heigth: 0.39 m

Features:

- Equipped with 9 x 10 W QCL (quadcolor LEDs) with RGBW colors
- Each LED can be controlled individually
- Compact lightweight
- 15 or 24 DMX channels selectable for various applications
- Positioning within 540° PAN and 270° TILT
- Stepless RGBW color mixture
- Dimmer
- Motorized zoom with 5°-22° beam angle
- Sound-controlled via built-in microphone
- Color and effect macros
- Strobe effect with adjustable speed
- Random strobe effect
- Fan-cooled
- Exact positioning via 16 bit PAN/TILT movement resolution
- DMX-controlled operation or stand-alone operation with Master/Slave function
- Control board with LCD display and foil-keyboard for adjusting the DMX-starting address,

PAN/TILT Reverse, Reset

- Switch-mode power supply for operation between 100 and 240 volts
- DMX control via every standard DMX controller
- Preprogrammed in Light´J; Light Captain
- Flicker-free

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn51785993.html


Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

Preprogrammed in: Light´J; Light Captain

Projection: Flicker-free

Illuminance in Lux (lx): Narrow red (R)  3m: 940 lx, 6m: 248 lx

 Narrow green (G)  3m: 1206 lx, 6m: 312 lx

 Narrow blue (B)  3m: 447 lx, 6m: 117 lx

 Narrow cold white (CW)  3m: 2280 lx, 6m: 581 lx

 Narrow all  3m: 4454 lx, 6m: 1145 lx

 Wide red (R)  3m: 111 lx, 6m: 30 lx

 Wide green (G)  3m: 150 lx, 6m: 42 lx

 Wide blue (B)  3m: 61 lx, 6m: 16 lx

 Wide cold white (CW)  3m: 280 lx, 6m: 77 lx

 Wide all  3m: 550 lx, 6m: 150 lx

Dimensions: Width: 25 cm

 Depth: 24,5 cm

 Height: 31 cm

Power consumption: 110 W

DMX channels: 15/24

DMX connection: 3-pin XLR

Sound-control: via built-in microphone

LED number: 9

LED type: 10 W QCL

Beam angle: 5° - 22°

Maximum PAN-movement: 540°

Maximum TILT-movement: 270°

Dimensions (L x W x H): 250 x 245 x 310 mm

Weight: 6 kg

Legal specifications  

Special product: Not designed for household room illumination

Intended use: Show effect lighting
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