eurolite

EUROLITE LED IP EXT-Blind 4x36x1W 15°
LED RGB outdoor blinder with 1 W LEDs

Art. No.: 51914173
GTIN: 4026397371253

The article is no longer in our assortment.

Features:

Logistic

- Equipped with 4 x 36 x 1 W LEDs: 12 x red, 12 x green, 12 x blue

- 3,5, 8or 15 DMX channels selectable for numerous applications

- Stepless RGB color changing

- Programmable color-change speed and strobe effect

- Master dimmer

- Strobe effect

- 7 color presets and 1 built-in program (can be edited)

- DMX-controlled operation or stand-alone operation with Master/Slave function

- Suitable for external use (IP65)

- For architectural lighting or large stage backgrounds

- Perfect for public places and buildings

- Locking possibility at the mounting bracket

- Pure convection cooling via cooling ribs, no fans

- Advantages of LED technology: long life of the LEDs, low power consumption, minimal heat
emission, defacto maintenance free with brilliant light radiation

- Addressing via control panel with 4-digit LED display

- DMX control via regular DMX controller

- Feed-through output allows to power another device

- After every 8 devices the fixtures must have a renewed connection with the power mains

- Strobe effect

- Control via DMX

- Suitable for outdoor use IP65

EAN / GTIN: 4026397371253
Weight: 12,70 kg

Length: 0.45 m

Width: 0.45 m

Heigth: 0.25 m
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Technical specifications:

Power supply:

230 V AC, 50 Hz

Power consumption: 210 W

IP classification: IP65

Lamp type: LED lamp

DMX channels: 3

Control: DMX

Beam angle (1/2 peak): 15°

Housing color: Black

Dimensions: Width: 38 cm
Depth: 23 cm
Height: 38 cm

Weight: 11,30 kg

DMX channels: 3/5/8/15

DMX connection:

3-pin screw connector

Protection grade: IP65
LED number: 144
LED type: 1w
Beam angle: 15°

Dimensions (L x W x H):

380 x 380 x 230 mm

Legal specifications

Special product:

Not designed for household room illumination

Intended use:

Show effect lighting
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