
 

EUROLITE LED PSU-24V DC LED trusslight
Controller for EUROLITE LED Trusslight 24V DC 18 x 1 W

Art. No.: 51915420
GTIN: 4026397377910

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397377910

Weight: 1,80 kg

Length: 0.28 m

Width: 0.22 m

Heigth: 0.14 m

Features:

- Suitable for 4 EUROLITE LED Trusslight 24V DC 18 x 1 W (not included in the delivery)
- Power supply of the trusslights
- IEC-plug and power switch
- 3, 6 or 12 DMX channels selectable for numerous applications
- Static colors
- Manual mode (stepless RGB color changing)
- Dimmer
- Preset (internal programs)
- Auto mode
- Sound-controlled via built-in microphone
- Master/slave operation possible
- Control board with 4-digit display for adjusting the DMX-starting address
- DMX512 control via regular DMX controller
- Control via Sound to light via Microphone

Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 108 W

DMX channels: 6; 3

Control: Sound to light via Microphone

Output: 24 V DC, stabilized;

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
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Color: Multicolor

Dimensions: Width: 14,1 cm

 Depth: 6,2 cm

 Height: 22 cm

Weight: 1,60 kg

Output voltage: 24 V DC

Number of DMX channels: 3/6/12

DMX connection: 3-pin XLR

Sound-control: via built-in microphone

Dimensions (L x W x H): 62 x 141 x 220 mm
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