
 

EUROLITE AKKU Mini PST-10 QCL Spot
Pinspot with 8 W 4in1 LED in RGBW with DMX

Art. No.: 51916155
GTIN: 4026397613971

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397613971

Weight: 0,77 kg

Length: 0.15 m

Width: 0.12 m

Heigth: 0.19 m

Features:

- Equipped with one 8 W QCL LED in RGBW
- Small and compact, easy to transport, ideal for mobile use
- Operation via built-in rechargeable lithium-ion battery with min. 3 hours operating time
- Auto, music, master/slave and DMX mode
- Built-in auto and music show programs
- Functions: static colors, RGBW color blend, internal programs, color change with diverse

settings, dimmer and strobe settings

- Addressing via control panel with 4-digit LED display
- Additional controlling possibility via EUROLITE IR-25 remote control; included in delivery
- Sound-control via built-in microphone
- Built-in charging function via included USB charger
- Can also be charged via USB power banks
- Mounting bracket for ceiling or wall mounting
- Additional bracket for floor use
- Switch-mode power supply for operation between 100 and 240 volts
- 1 powerful LED 10 W high-power 4in1 QCL RGBW
- Strobe effect
- The device is cooled by cooling fan
- Control via stand-alone; DMX; Sound to light via Microphone
- Preprogrammed in Light´J; LED PC-Control 512
 device
- Cordless, flexible and versatile
- Battery operation up to 3h depending on program used
 Package contents
- 1 x spotlight, 1 x user manual, 1 x external mains adapter, 1 x remote control, 1 x device
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Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

 5 V DC

Power consumption: 8 W

IP classification: IP20

Power connection: Battery/battery pack

 Mains input via micro USB (F) mounting version
power supply cord with AC adapter (provided)

Lamp type: LED lamp

LED: 1 x 10 W high-power 4in1 QCL RGBW

DMX channels: 6

DMX input: 1 x 3-pin XLR (M) mounting version

DMX output: 1 x 3-pin XLR (F) mounting version

Cooling: Cooling fan

Control: Stand-alone; DMX; Sound to light via Microphone

Preprogrammed in: Light´J; LED PC-Control 512

Housing color: Black

Dimensions: Width: 16,2 cm

 Depth: 11,7 cm

 Height: 15,6 cm

Weight: 610 g

Device  

Battery pack type: 1 x lithium ion 3,7 V, 2000 mAh, 7 Wh

Battery pack: Battery operation up to 3h depending on program
used

 Recharging time 3h

Remote control  

Battery: 1 x  Button cell 3.0 V CR2025 lithium manganese
built-in

Legal specifications  

Special product: Not designed for household room illumination

Intended use: Show effect lighting
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