
 

EUROLITE LED Z-1000 Beam Effect
Mushroom with DMX and beams in the colors R, G, B, A, W and P

Art. No.: 51918221
GTIN: 4026397534184

List price: 141.61 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397534184

Weight: 2,80 kg

Length: 0.32 m

Width: 0.32 m

Heigth: 0.35 m

Description:

Mesmerizing light show in 6 beautiful colors

Equipped with six 3-watt LEDs in the colors red, green, blue, amber, white and pink, the LED
Z-1000 mushroom effect by Eurolite offers razor-sharp colorful beams in the following operating
modes:
You can either select one of 9 preset show programs or let the rhythm of the music set the tone
for your light show. As a third option, you can also connect a DMX controller (the fixture
occupies 10 DMX channels). 

Instantly ready to use

Of course, the LED Z-1000 is delivered ready to use with plug and power cord. With a low
power consumption of only 23 watts and around 2 kg weight, the LED Z-1000 is an exciting,
inexpensive beam effect for mobile DJs, clubs, bars and party rooms of any kind.

Features:

- Mushroom with rotating beams in different color combinations
- 6 powerful LEDs 3 W high-power R/G/B/W/A/P
- Multi beam effect; Strobe effect
- Integrated show programs
- Control via stand-alone; DMX; Sound to light via Microphone
- Preprogrammed in Light´J; LED PC-Control 512; EASY SHOW 1; Light Captain; EASY SHOW
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- With a beam angle of 115°
- With Mounting bracket
- For application areas such as: Clubs/dancing school; Party room; small rental
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- Application possibility: Suspended; on stand
 Package contents
- 1 x light effect, 1 x mounting bracket, 1 x user manual, 1 x power cord

Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

Power consumption: 23 W

IP classification: IP20

Power connection: Fixed power supply cord with safety plug

Device fuse: 5 x 20 mm, F 1 A Fuse replaceable

Lamp type: LED lamp

LED: 6 x 3 W high-power R/G/B/W/A/P

DMX channels: 10

DMX input: 3-pin XLR (M) mounting version

DMX output: 3-pin XLR (F) mounting version

Control: Stand-alone; DMX; Sound to light via Microphone

Preprogrammed in: Light´J; LED PC-Control 512; EASY SHOW 1;
Light Captain; EASY SHOW 2

Beam angle: 115°

Beam angle (1/2 peak): 115°

Housing color: Black

Attachment system: Mounting bracket

Dimensions: Width: 27,5 cm

 Depth: 31 cm

 Height: 28 cm

Weight: 2,20 kg

Noise classification: Class 2 (slight noise)

Legal specifications  

Special product: Not designed for household room illumination

Intended use: Show effect lighting
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