
 

EUROLITE LED DL-10-1 3200K 90° Ceiling li
LED-downlight

Art. No.: 51935074
GTIN: 4026397285345

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397285345

Weight: 1,35 kg

Length: 0.27 m

Width: 0.12 m

Heigth: 0.26 m

Description:

Modern and innovative!
Looked at with a critical eye at the beginning, these days LEDs are to be found in many areas
and first of all present in a wide range of lamps, where they deeply impress. Whether in moving
heads, scanners, flower effects, classic spots, torches, or alternatively in fitted spotlights. A
precious, modern, powerful and functional example which represents our EUROLITE LED
DL-10-1. With its 10 times 1 watts high performance diodes, which do achieve a color
temperature of 3200 Kelvin, the spotlights enrich bars, malls, restaurants or shops and enable
innovative illuminating. Especially at trade shows, starry heavens or other interesting
installations can be realized. Beside the already known features of the LED-technic, the
brightness, the long life expectancy or the low power consumption, the DL-1 can also call
attention due  to its minimized installation depth. A light so bright, let it shine.

Features:

- Compact downlight for innovative illumination of bars, malls, restaurants or shops
- LED starlights or fancy fair installations can be realized
- Fixation via clamps
- Long LED life
- Little mounting depth
- Advantages of high-power LED technology: extreme light output, long life, low power

consumption, defacto maintenance free

- Installation only by professional installers or electricians

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
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https://www.steinigke.de/de/mpn51935074.html


Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 29,00 W

Dimensions: Depth: 12 cm

 Diameter: Ø 23 cm

LED number: 10 x 1 W

Beam angle: 90°

Installation hole: 210 mm

Minimum mounting depth: 120 mm

Dimensions (L x W x H): 230 x 120 mm

Weight: 1.3 kg
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