
 

RIGPORT 16 Power Distributor
Rigport baseline

Art. No.: 60003853
GTIN: 4026397400342

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397400342

Weight: 0,21 kg

Length: 0.18 m

Width: 0.06 m

Heigth: 0.04 m

Features:

- 3-phase model, 1 x HanQ-In, 3 x Powercon-Out (L1/L2/L3), 1 x HanQ-Thru-Out
- Technical specifications: 2.5 mm², 3 x 16 A, 200 g
- Designed for use in flexible rig/theater/fair
- Extremely small - less than 50 mm so that it does not exceed the trusspipe
- Invisible use in theaters, moving trusses, fair ...
- Easy installation compared with conventional wiring
- Fast installation only by clipping to trusspipe
- Strain relief
- International use 
- If an error occurs very quickly interchangeable
- A separate system for each application (1 phase, 3 phases 16 A or 40 A)
- Individual ports in the main line are easily replaceable, e.g. against ports within function as

dimmers, switch, motor controllers, DMX splitters...

- Made in Europe

Technical specifications:

Power connection: Mains input via HQ5 (M) mounting version

Power output: 3 x PowerCON (gray), mounting version

 1 x HQ5 (F) mounting version

Weight: 200 g
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