
 

EUROLITE EDX-4R DMX RDM Dimmer Pack
4-channel dimmer pack, single phase connection, max.output power 5A/channel

Art. No.: 70064073
GTIN: 4026397655766

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397655766

Weight: 3,30 kg

Length: 0.33 m

Width: 0.33 m

Heigth: 0.18 m

Features:

- LED status indication for each output channel
- Control panel with 4-digit LED display for addressing and settings
- Individual dimmer curves per channel (linear, square, inverse square, switch)
- Chaser function with automatic and sound-controlled programs
- DMX512 input and output
- Outputs via 4 safety sockets
- Control via RDM; stand-alone; DMX

Technical specifications:

Power supply: 230 V AC, 50 Hz

Output power: Max. 1150 W per channal

 Max. 3680 W

Output current: Max. 16 A

Power connection: Fixed power supply cord with safety plug

Power output: 4 x Safety contact (F), hinged lid mounting
version

DMX channels: 4

DMX input: 1 x 3-pin XLR (M) mounting version

DMX output: 1 x 3-pin XLR (F) mounting version

Control: RDM; stand-alone; DMX
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Control channels: 4

Color: Black

Dimensions: Width: 27 cm

 Depth: 26 cm

 Height: 9,5 cm

Weight: 2,81 kg
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