
 

EUROLITE DXT-ME PRO DMX merger
PRO DMX merger to combine 2 DMX signals into 1

Art. No.: 70064868
GTIN: 4026397572476

List price: 148.75 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397572476

Weight: 0,67 kg

Length: 0.33 m

Width: 0.23 m

Heigth: 0.06 m

Features:

- Pro DMX merger with 2 DMX inputs and 1 DMX output
- Enables two separate consoles to control one DMX system
- DMX modes: LTP, HTP, merge or backup
- Input B can be set to a start address (offset)
- LED indicator for valid DMX signals
- Selectable output frequency 22 Hz/44 Hz
- Built with NEUTRIK connector
- Made in Germany
- For application areas such as: Stage

Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

 12 V DC 1 A

Power consumption: 1 W

Power connection: Mains input via 4-pin screw plug connector (M)
mounting version power supply cord with AC
adapter (provided)

DMX input: 2 x 3-pin XLR (M) mounting version

DMX output: 1 x 3-pin XLR (F) mounting version

Use of brands: Built with NEUTRIK connector

Dimensions: Width: 13 cm

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn70064868.html


 Depth: 7 cm

 Height: 4,1 cm

Weight: 500 g
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