
 

EUROLITE PSS-1 Control system
Control unit for PSS-1 Pixel String

Art. No.: 80503373
GTIN: 4026397434835

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397434835

Weight: 3,09 kg

Length: 0.40 m

Width: 0.24 m

Heigth: 0.09 m

Features:

- Control unit and PC software for controlling PSS-1 Pixel Strings
- Operation with the handy PSS media player or a network-compatible computer 
- Data signal outputs for 4 Pixel Strings with up to 340 pixels each
- Each output supplies 40 pixels (1 string)
- Subsequent power supply via optional power repeaters
- Serial connection of up to 20 control units possible
- Ethernet input and output, LAN cable included

Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

Power consumption: 20,00 W

Dimensions: Width: 28,5 cm

 Depth: 6,2 cm

 Height: 22 cm

Weight: 2,92 kg

Output voltage: 5 V DC

Max. output/channel: 12 W

Max. current/channel: 4 A

Outputs for PSS-1: 4

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn80503373.html


Signal input: LAN, CAT5e

Signal link: LAN, CAT5e

Dimensions (L x W x H): 285 x 220 x 62 mm
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