
 

EUROLITE Flexilight XLR Lamp Base with Transformer
Table base for gooseneck lamps

Art. No.: 80702375
GTIN: 4026397320268

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397320268

Weight: 0,31 kg

Length: 0.12 m

Width: 0.10 m

Heigth: 0.06 m

Features:

- Table base for XLR gooseneck lamps
- Control via on/off switch on device; Rotary dial for brightness
 Package contents
- 1 x device, 1 x external mains adapter, 4 x screw, 1 x user manual

Technical specifications:

Power supply: 230 V AC, 50 Hz

 12 V DC 150 mA

Power consumption: 1,8 W

Power connection: Mains input via Coaxial power connector (M)
mounting version power supply cord with AC
adapter (provided)

Control: On/off switch on device; Rotary dial for brightness

Connector type: 3-pin XLR (F) mounting version

Dimensions: Width: 3,5 cm

 Depth: 9,1 cm

 Height: 4 cm

Weight: 260 g

Device  

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn80702375.html


Weight: 50 g

External mains adapter  

Weight: 185 g
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