
 

EUROLITE Cablebridge 2 Channels curve 35 degr.
Rugged cable crossover with antislip yellow cover, maximum load 7.5 t

Art. No.: 80702925
GTIN: 4026397303537

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397303537

Weight: 1,65 kg

Length: 0.33 m

Width: 0.30 m

Heigth: 0.06 m

Description:

With this solid, two channel cable crossover the requirements to do so are at best. Due to the
bended form it is possible to preserve the cables in a curve with 35 degrees. The resistant
rubber brings in a maximum of stability and safety and the signal colors serve as visual
guideline and hopefully can prevent possible blunders. Of course, several curve elements can
be linked and thus bigger angles realized.

Features:

- For protecting your cables during events
- Signal colors (black/orange) for improved visability
- Cable crossovers can easily be connected with each other
- For 2 cable ways (width approx. 40 mm)
- Made of heavy rubber for maximum stability
- For further information about this product, please refer to the Data Sheet under "Downloads"

Technical specifications:

Maximum load: 7500 kg

Number of cable ways: 2

Color: Black/yellow

Dimensions: Length: 28 cm

 Width: 28 cm

 Height: 4 cm

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn80702925.html


Weight: 1,45 kg
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