
 

OMNITRONIC LH-090 Polarity Tester System
Accurate determination of polarity

Réf. : 10355090
GTIN: 4026397240313

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397240313

Poids: 0,28 kg

Longueur: 0.20 m

Largeur: 0.14 m

Hauteur: 0.04 m

Description:

Finally there is a affordable polarity tester system. Compared to other systems, the LH-090 is
three times cheaper. It does not matter if you need to test the polarity of speakers, amps or
phones, the control is always very fast and simple. The result of the measurements is shown
clearly by two LEDs. Every well prepared stage engineer should have this system in his tool
box.

Caractéristiques:

- Set includes transmitter and receiver unit
- Easy and quick testing of speakers, amplifiers, microphones, etc.
- Receiver displays test result via two LEDs
- In and out via unbalanced jack sockets
- Acoustical and electrical output
- Adjustable input and output level
- Operation via 9 V battery each
- Possibilité de fonctionnement sur batterie/piles

Données techniques:

Batterie: 1 x  9,0 V E-Block 6LR61 alcalin au manganèse
ci-joint

Dimension: Largeur : 12,5 cm

 Profondeur : 5,5 cm

 Hauteur : 3,2 cm

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn10355090.html


Poids: 0,22 kg

Power consumption: 5 mA

Audio connector: 6.3 mm unbalanced jack
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