
 

OMNITRONIC CMP-101 CD/MP3 player
CD/MP3 player with IR remote control

Réf. : 10602412
GTIN: 4026397244380

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397244380

Poids: 3,55 kg

Longueur: 0.51 m

Largeur: 0.33 m

Hauteur: 0.12 m

Description:

Flat, flatter, CMP-101!
It is pretty nearly everything, that can be called an insiders' tip, but in case of our CMP-101, this
expression is by all means justified. Because the player did not push itself to the fore although
its persuading benefits. But here it is now to present its advantages. Definitely, the most
stunning feature is its very flat appearance. The CD and MP3 player requires units and thus
turns to be enormously flexible as it can be installed space-savingly. Moreover, it possesses a
functional slot-in drive and anti shock function, that, due to its 40 seconds, can be referred to as
remarkably bounteous. And in addition, pitching is possible and the usage very simple, this flat
representative deserves to become more than just a insiders' tip.

Caractéristiques:

- CD player with IR remote control for permanent installation e.g. in restaurants, fitness studios,
retail locations

- Audio CD/CD-R and MP3 CDs
- Full CBR/VBR MP3 support
- Slot-in drive
- 40 seconds anti-shock protection
- Adjustable headphones output (3.5 mm jack) on the front panel
- Adjustable master output (RCA)
- Recording output (RCA)
- Pitch adjustment ±24 %, can be deactivated
- Cue function
- Seamless Loop/Reloop function 
- Single or continuous play
- Repeat functions: repeat 1, repeat folder, repeat all
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- Title programming (audio CD)
- Comfortable track selection with skip buttons and +10 button
- Folder navigation
- Alphanumeric LCD with blue backlight
- Indication of elapsed time, remain time (MP3 CD) or total remain time (audio CD)
- Indication of artist and title name (MP3 CD)
- Bargraph display (audio CD)
- Pitch adjustment is displayed in %
- Incl. mounting brackets for rack installation (2 U)

Données techniques:

Alimentation électrique: 230 V AC, 50 Hz

Puissance totale de raccordement: 30,00 W

Plage de fréquence: 20 - 20000 Hz

Dimension: Largeur : 48,3 cm

 Profondeur : 27,3 cm

 Hauteur : 8,9 cm

Poids: 2,95 kg

Type: CD/MP3 player

Suitable CDs: CD/-R in CD-DA and MP3 formats (12 cm)

Quantization: 1-bit D/A converter

Sampler frequency: 44.1 kHz

Pitch adjustment: ±24 %

Frame accuracy: 1/75 sec

Program memory: 20 titles (audio CD)

Display: elapsed time, remain time, total remain time
(audio CD)

 artitst, title name, elapsed time, remain time (MP3
CD)

Distortion: 0.1 %

S/N ratio: 80 dB

Master audio output: stereo RCA, unbal.

Record output: stereo RCA, unbal.

Remote control: 2 x 1.5 V micro battery (type AAA)

Dimensions: 482 x 270 x 60 mm
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