
 

OMNITRONIC DH-40 titanium 2x
Paire d'enceintes passives 2 voies et support, boumeur 5" et 35 W RMS

Réf. : 11036756
GTIN: 4026397272123

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397272123

Poids: 5,20 kg

Longueur: 0.40 m

Largeur: 0.19 m

Hauteur: 0.28 m

Description:

Small twin pack big in performance
Watch out! Because the first impression can fool you. This might also be the case with our
loudspeaker. In spite of its small size, the performance of this representative device is
absolutely great. The 2-way system has a clear and powerful sound at its disposal and is
perfectly suited for decentral sound-surroundings in restaurants, bars or recording studios. As
the DH-40 feels lonely when it is all alone we set a brother to its side that is included in the
delivery contents. Both loudspeakers can convince with a lot more than just a small price. But it
is best to make sure yourself.

Caractéristiques:

- Dedicated PA speaker system for fixed installations
- 2-way speaker system with 13 cm polypropylene woofer (5") and 2 cm dome tweeter (0.75")

with horn front attachment

- Well-balanced and clear sound, even with demanding music
- White or titanium plastic housing (ABS) with metal grille 
- Delivery includes movable mounting bracket for ceiling or wall installation
- Ideal for PA applications in restaurants, bars, discos, shops, conferences, etc.

Données techniques:

Capacité de charge: Programme: 75W

 Nominale: 35W RMS

Plage de fréquence: 60 - 18000 Hz
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Pression acoustique max.: 103 dB

Impédance: 8 Ohm

Connexions: Entrée: Enceinte via Borne à visser

Enceinte: 1 x Boumeur 5"

Couleur: Titane

Dimension: Largeur : 15,8 cm

 Profondeur : 15,2 cm

 Hauteur : 24,7 cm

Poids: 4,70 kg

Components: 13 cm woofer (5"), 2 cm horn (0.75")

Connection: 2-pole terminal

Maximum SPL: 103 dB

Dimensions (H x W x D): 247 x 158 x 152 mm
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