(@ OMNITRONIC )

OMNITRONIC XMP-1400MT CD/MP3 player
DJ CD/MP3 player with master tempo

Réf. : 11046007
GTIN: 4026397480702
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L'article n'est plus disponible.

Caractéristiques:

Logistique

- CD/MP3 player with IR remote control for DJs
- Audio CD, CD-R, CD-RW, MP3 CD
- Master tempo (tonal pitch remains constant when speed is changed)
- 40 seconds anti-shock protection
- Alphanumeric LCD with blue backlight
- Backiit jog dial with mode selector: pitch bend, fast or frame search
- Comfortable track selection via skip buttons and +10 button
- Folder navigation
- Pitch adjustment +4 %, +8 %, +16 %
- Pitch bend buttons
- Cue function
- Seamless loop/reloop function
- Single or continuous play
- Repeat functions
- Title programming
- Indication of elapsed time, remain time (MP3 files) or total remain time (audio CD)
- Bargraph display
- Pitch adjustment is displayed in %
- Extra large play/pause and cue buttons with color illumination
- 19" dimensions for rack installation, 2 U
- Future-proof through firmware updates
- (19" 48,3 cm installation en rack
L'étendue des fournitures
- 1 xtélécommande

EAN / GTIN: 4026397480702
Poids: 4,20 kg

Longueur: 0.51 m

Largeur: 0.32 m

Hauteur: 0.17 m

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Strae 5, DE-97297 Waldbdittelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs. Toutes les photos sont similaires, les illustrations le sont en partie.


https://www.steinigke.de/de/mpn11046007.html

Données techniques:

Alimentation électrique:

100-240 V CA, 50/60 Hz

Puissance totale de raccordement:

25,00 W

Plage de fréquence:

20 - 20000 Hz

Conception du boitier:

(19") 48,3 cm installation en rack

Dimension:

Largeur : 48,3 cm
Profondeur : 27 cm
Hauteur : 8,9 cm

Télécommande

Batterie:

2 x Micro (AAA) (non incluse dans la livraison)

Type:

CD/MP3 player

Available disc:

CD/-R/-RW in CD-DA and MP3 formats (8 and
12 cm)

Pitch adjustment:

+4 %, £8 %, +16 %

Display: elapsed time, remain time, total remain time
(audio CD)
file name, folder name, elapsed time, remain time
(MP3 file)

Distortion: 0.09 %

S/N ratio: 70 dB

Audio output:

stereo RCA/ 2V

Dimensions (L x W x H):

482 x 270 x 95 mm (19", 2 U)

Weight:

3.2kg
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