
 

OMNITRONIC DPM-1100 PRO Instrument Mic
Condenser microphone for drums and percussion

Réf. : 13030590
GTIN: 4026397174175

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397174175

Poids: 0,87 kg

Longueur: 0.37 m

Largeur: 0.17 m

Hauteur: 0.09 m

Caractéristiques:

- Rugged condenser microphone for pick-up of wind instruments, drums, and percussions
- Ideal for studio recording and live applications
- Shock-reducing vise-type clamp with rubber jaws
- Miniature gooseneck, can be turned by 230° and allows for optimum adjustments
- Cardioid pickup pattern for effective feedback elimination
- Special shock-absorbing cartridge support
- Balanced XLR output
- Requires +48 V phantom power
- Incl. windshield
- Supplied in stable transport box
- Excellent quality at a low price
- Caractéristique directionnelle: Cardioïde

Données techniques:

Type: Microphone d'instrument

Type de micro: Condensateur

Caractéristique directionnelle: Cardioïde

Plage de fréquence: 50 - 18000 Hz

Alimentation fantôme: Ou 48 V DC

Commutateur: Sans

Poids: 230 g
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Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn13030590.html


Type: Condenser

Directivity pattern: Cardioid

Impedance: 220 ohms

Sensitivity: -64 dB

Maximum SPL: 130 dB

Phantom power: 9-52 V DC
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