
 

OMNITRONIC VM-2000 PRO Studio microphone
PRO condenser microphone for studio recording

Réf. : 13030830
GTIN: 4026397174090

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397174090

Poids: 3,55 kg

Longueur: 0.49 m

Largeur: 0.35 m

Hauteur: 0.30 m

Caractéristiques:

- Large-diaphragm condenser microphone for high-quality studio applications
- Perfect for direct or overhead sound pick-up of acoustic and electric instruments and vocals
- Particularly suitable for recording musical instruments with high SPL (up to 145 dB) and large

dynamic range

- Switchable high pass filter and input attenuation (-10 dB)
- Cardioid pickup pattern for effective feedback elimination
- Well-balanced frequency range for natural sound
- Balanced XLR output
- Requires +48 V phantom power
- Delivery includes padded flightcase, shockmount, stand adapter 1 cm (3/8") to 1.5 cm (5/8") and

windshield

Données techniques:

Plage de fréquence: 20 - 20000 Hz

Type: Condenser

Directivity pattern: Cardioid

Sensitivity: -35 dB

Output impedance: <250 ohms

Maximum SPL: 135 dB/ 145 dB (switchable)

Equivalent SPL: 16 dBA
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https://www.steinigke.de/de/mpn13030830.html


S/N ratio: 78 dB

Phantom power: +48 V DC 

Connector: 3-pin XLR

Weight: 578 g
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