
 

ROADINGER Rack d&#039;amplificateur PR-1, 2HE, profondeur 47 cm
Rack case

Réf. : 30109782
GTIN: 4026397197587

Prix de catalogue: 141.61 €
TVA 19% incl.

Logistique

EAN / GTIN: 4026397197587

Poids: 7,40 kg

Longueur: 0.66 m

Largeur: 0.15 m

Hauteur: 0.57 m

Description:

Flightcase for 483 mm devices (19")

The ROADINGER amplifier rack PR-1 with 2 U is optimally suited for your 19" equipment such
as power amplifiers and other accessories. 
The maximum installation depth is 420 mm plus 90 mm per cover.  

The high-quality workmanship with a wall thickness of 7 mm and the aluminium profile frame
with rounded corners as well as the three-legged, medium-sized steel ball corners give the case
stability. 

The amplifier rack is equipped with four snap locks, a robust carrying handle and two wooden
slide rails on the bottom. Both lids are removable (double door version).
The maximum load is 25 kg.

Caractéristiques:

- Finition haut de gamme avec bois stratifié collé en plusieurs couches 7 mm, noir, laminé
- Châssis de profilé en aluminium 30mm à angles arrondis
- Poignée de transport robuste
- 4 serrures à ressort haut de gamme
- Glissières en bois au sol
- Disponible en plusieurs unités de rack (1 U = 44 mm)
- Avec des rails de rack pour 19" appareils
- 2 HE
- Vous trouverez de plus amples informations sur ce produit dans la rubrique

« Téléchargements » de la fiche technique

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn30109782.html


Données techniques:

Charge maximale: 25 kg

Châssis de profilé en aluminium: 30 mm

Poignée de transport: 1 Pièce

Fermeture: Serrure à ressort : 4 Pièce

Aide au transport: Glissières en bois au sol

Matériau: Bois stratifié collé en plusieurs couches, 7 mm

Couleur: Noir, laminé

Largeur des plaques frontales: 19"

Hauteur de pose: Env. 9 cm (2 U)

Profondeur de pose: 420 mm

Conception du boîtier: 2 HE

Dimension: Largeur : 54,5 cm

 Profondeur : 65 cm

 Hauteur : 13,5 cm

Poids: 6,80 kg
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