
 

ROADINGER Mallette table de mixage pro MCV-19 variable noire 12HE
Rack case

Réf. : 3011157D
GTIN: 4026397392470

Prix de catalogue: 201.11 €
TVA 19% incl.

Logistique

EAN / GTIN: 4026397392470

Poids: 9,30 kg

Longueur: 0.55 m

Largeur: 0.28 m

Hauteur: 0.64 m

Description:

Flightcase for 483 mm units (19")

The Mixer Case Profi from ROADINGER is suitable for all your 483 mm devices such as
controllers and mixing consoles with 12 U. The diagonally adjustable profile rails and the
removable lid allow you to operate your device from above. So you can leave your equipment in
the case when in use.

The high-quality workmanship of the flight case with 6 mm wall thickness, aluminium profile
frame with rounded corners and three-legged, medium-sized steel ball corners ensures high
stability.

In addition, the flight case is equipped with a padded carrying handle and two high-quality,
lockable butterfly locks. The four steel reinforced rubber feet provide the necessary standing
security for the case.

Caractéristiques:

- Rails profilés inclinables pour une utilisation optimale de l'appareil par le haut
- Finition haut de gamme avec bois stratifié collé en plusieurs couches 6 mm, noir, laminé
- Couvercle amovible
- Châssis de profilé en aluminium 25mm à angles arrondis
- Poignée de transport robuste
- 2 fermetures papillon haut de gamme avec fonction de verrouillage
- Pieds en caoutchouc
- Avec des rails de rack pour 19" appareils
- 12 HE
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- Vous trouverez de plus amples informations sur ce produit dans la rubrique
« Téléchargements » de la fiche technique

Données techniques:

Charge maximale: 25 kg

Couvercle amovible: 1 Pièce

Châssis de profilé en aluminium: 25 mm

Poignée de transport: 1 Pièce

Fermeture: Fermeture papillon : 2 Pièce  avec fonction de
verrouillage

Aide au transport: Pieds en caoutchouc

Matériau: Bois stratifié collé en plusieurs couches, 6 mm

Couleur: Noir, laminé

Dimension interne: 58 cm x 12,5 cm

Largeur des plaques frontales: 19"

Hauteur de pose: Env. 53,5 cm (12 U)

Profondeur de pose: 90 mm

Conception du boîtier: 12 HE

Dimension: Largeur : 53,5 cm

 Profondeur : 62 cm

 Hauteur : 26,5 cm

Poids: 8,50 kg
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