
 

EUROLITE Audience Blinder,4xPAR-64,RGB,LED,alu
LED Audience Blinder with PAR-64 Blinder housing

Réf. : 42103470
GTIN: 4026397223187

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397223187

Poids: 14,60 kg

Longueur: 0.73 m

Largeur: 0.73 m

Hauteur: 0.23 m

Caractéristiques:

- Sound-control via built-in microphone; sensitivity adjustable via rotary control
- Color change speed and strobe effect adjustable via DIP switches
- Radiation-angle approx. 90°
- Horizontal adjustable lamp rows
- Color change, multi color
- A rugged housing makes it suitable for road use
- Advantages of LED technology: long life, low power consumption, minimal heat emission,

defacto maintenance free with brilliant light radiation

- Available in aluminum or black

Données techniques:

Alimentation électrique: 230 V AC, 50 Hz

Puissance totale de raccordement: 50,00 W

Dimension: Largeur : 69 cm

 Profondeur : 71 cm

 Hauteur : 18 cm

DMX channels: 7

LED number: 604

Dimensions (L x W x H): 180 x 690 x 710 mm

Weight: 12 kg

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn42103470.html


Spécifications juridiques  

Produit spécial: Non destiné à l'éclairage de la pièce dans les
ménages

Utilisation: Éclairage pour effets de spectacle
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