
 

EUROLITE LED Laser Bar
Show laser light effect bar, laser class 2M

Réf. : 51741085
GTIN: 4026397535341

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397535341

Poids: 2,25 kg

Longueur: 0.52 m

Largeur: 0.17 m

Hauteur: 0.07 m

Caractéristiques:

- 2-in-1 DMX LED bar with red and green laser diodes and 190 bright LEDs (red, green and blue)
for uplighting applications and impressive laser effects

- Laser class 2M: does not require additional protective measures or appointment of a laser
safety officer

- Convenient wireless control via included IR remote control
- Auto, music, master/slave and DMX mode
- 36 built-in auto and music show programs
- Generates unique running light effects by connecting multiple units
- Addressing and setting via control panel with 4-digit LED display
- Sound-control via built-in microphone with sensitivity control
- Swivel mounting brackets for flexible wall mounting and ceiling suspension
- When fog is used, this effect becomes especially attractive
- Switch-mode power supply for operation between 100 and 240 Volts
- Feed-through output allows to power up to 8 devices
- Déjà préprogrammé pour Light´J; Light Captain
 L'étendue des fournitures
- 1 x télécommande

Données techniques:

Alimentation électrique: 100-240 V CA, 50/60 Hz

Préprogrammé dans: Light´J; Light Captain

Dimension: Largeur : 12,4 cm

 Profondeur : 48,2 cm

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn51741085.html


 Hauteur : 11,6 cm

Télécommande  

Batterie: 1 x  pile bouton 3,0 V CR2025 lithium manganèse
intégré

Power consumption: 30 W

Laser classification: 2M

Laser modules: Red 150 mW, green 50 mW

Wavelength: Red 650 nm, green 532 nm

LED type: 5 mm

LED number: 63 x red, 64 x green, 63 x blue

Beam angle: 22°

DMX channels: 4/7

DMX connection: 3-pin XLR

Sound control: via built-in microphone

Battery/remote control: CR2025 button cell 3 V

Dimensions (L x W x H): 482 x 124 x 116 mm

Weight: 2 kg
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