
 

EUROLITE TS-10 Scan
Compact scanner for MSD-lamp

Réf. : 51786040
GTIN: 4026397313413

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397313413

Poids: 15,10 kg

Longueur: 0.66 m

Largeur: 0.31 m

Hauteur: 0.23 m

Description:

The whole spectrum!
Somewhere over the rainbow. This is not just a line in a song or even a cliché, for our TS-10 it is
the norm. After all it has - out of just a few scanners - a rainbow effect in its repertoire and
therefore sets itself apart from the massive mass of ordinary scanners. But that's not all of
course. As it is known for EUROLITE scanners, the color wheel, gobo wheel, manual focus,
mechanic dimmer and a strobe effect are also to be found under the features. And just the way
the music gives the dance beat, it determines the various movements of the light due to a
installed microphone. A scanner - in a very compact shape after all - which you can believe in.

Caractéristiques:

- Color-wheel with 7 dichroic color-filters and white
- Rainbow-effect with adjustable speed
- Gobo-wheel with 7 rotating gobos and open
- Manual focus
- Mechanic dimmer
- Strobe effect with adjustable speed
- Sound-controlled via built-in microphone
- DMX-controlled operation or stand-alone operation with Master/Slave function
- Control board with LED-display for adjusting the DMX-starting address, Pan/Tilt-Reverse
- For MSD/HSD 250, MSD 250/2 lamp
- DMX control via every standard DMX controller

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn51786040.html


Données techniques:

Alimentation électrique: 230 V AC, 50 Hz

Puissance totale de raccordement: 550,00 W

Dimension: Largeur : 29 cm

 Profondeur : 54 cm

 Hauteur : 15 cm

DMX channels: 6

DMX connection: 3-pin XLR

Sound-control: via built-in microphone

Number of colors: 7 dichroic + white

Number of gobos: 7 rotating gobos and open

PAN-movement: within 180°

TILT-movement: within 90°

Outside diameter of the gobos: 27 mm

Image diameter of the gobos: 23 mm

Dimensions (L x W x H): 540 x 290 x 150 mm

Weight: 14 kg

Spécifications juridiques  

Produit spécial: Non destiné à l'éclairage de la pièce dans les
ménages

Utilisation: Éclairage pour effets de spectacle
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